7. Periodic checks and maintenance

S

7. Periodic checks and maintenance

Periodic checks and maintenance are very
important for keepinyg the engine in good

cordition and durable. The chart below
which checks to make and

tndicates

when to make them,

Part

item

t kvery month
Daily i or
| Every 50 hrs.

Fuel oil systemn

1 Check the fuel leve! and refitl

; . —_t

l

Drain the fuei tank

*Clean the fuet filter

{0 before Operatlon

once a month

Every 3 month {Evarv 6 month

21
|Every 200 hrs.

or

Every 400 hrs. Every 1080 hrs)|

Every year
or

"Rep!ace the fual filtar alament

Drain the water separatar if apphcabie i

: Check for fuel oil leakage

) atter operation

! *Fuel injection
| nozzie
[

Check the tnjection
[ condihon

P Check the fuei mlectnon tlmmg

+

JR— foe e a4 R P

i *Check the fuel injection pump

Check the tube. oil level in the oil Ddﬂ
and refill

O before operativ

Reptace the lube. oil

O \

Tat time |

[
2nd itme Bnd
thesesftac

Lube. ofl system

Coafing water system

AT induce

: Clean the cooling water passage

. *Check the air cieaner element

—-v

Replace lube. oil fitter element

R

| 1at time

9]

2nd time and
therealtar

Check for tube. oil leakage

Check the cooling water level and refifl

'\) before operet:on

(& after obperation

i

v et —

Replace the cooling water

Once a year

f
Check the cooling water leakage

0 atter operation

O before operation

T
| Check for ciogging
Radiator fin "

Clean the fin

Q

Adjust the fan belt tension

ist e

@]

Ind timu and

thareattar

i Check the fan belt

O before operation i

*Rapiace the air cleaner elerment

Check the batterv liquid Ievel and refill

i

sysiem |t'=un synem

Electric

i before operatian
i I

Check the warning Iamps

() when the engine is started:

Ad]uf-:tmg the intake and sxhaust
valve clearance

i
|’
I

ltemn marked @ should be serviced by an authorlzed YANMAR degler, unless the ewner
has proficient mechanical ability and the proper toois.
Parts with asterisk mark “*“ are related to the CARB ULG rules.
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i _ 1
{2} Draining of the fuel tank

Open the drain cock at the bottom
of the tank and drain off the sedi-
ment,

| Return Fitler cap” ,
connection -7 ) 7. w=— Fuel tank
e :_ 4 3 body

: N - _./‘. -
Cock . & Drain cock

Level gauge

Interval

once a month

{3) Draining the fuel fitter; cleaning and
replacing the element

Draining

Remove the bottom of the fuael filter
housing, and extract the water and
dart.

Intervai Every 200 hrs.

Cleaning and replacing the element
Hemove the bottom of the fuei filter
hausing, and clean or replace the
alement.

Clean  Fvery 200 hrs.

interval

Replace Every 400 hrs.

remove the element, rermove the re
ing ring of the fuel filter.
in the element with light oil, and biow
pressed air (2—3 kg/em?®) through
element to remove dust.

4 CAUTION:

Do not use gasoline to clean the element.

Also remove the dust and water deposited
on the bottom of the trap in the fuel
tilter,

(4) Water trap {Sedimenter): option

Follow the same procedures as for
the foel filter.

7-2. Lube oil system

{1} Checking the oil level in the crank
case

Prior to engine operation, pull out the
ail dipstick and check tihat the oil level
is between the upper and lower {limits.
If the oil is Iow, resuppiy.

Check interval I Daity (prior to
i operation)
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